
Vicksburg Performing Arts Center - Technical Specifications 
 

 
Seating: 
 
1011 Fixed Seats 
16 Wheel chair spaces 
1027 Total 
 
Stage Dimensions: 
 
Proscenium opening: 40' -0" wide, 20' -0" high 
Main curtain line to last batten: 23'-9" 
Main curtain line to rear stage wall: 38' -9" 
Proscenium to rear wall: 40' -0" 
Main curtain line to front of apron: 7'-4" @ C/L tapers to 2'-8" @ SR and SL 
Crossover upstage of last batten: 15'-0" 
Center stage to right wall (clear distance): 44'-9" 
Center stage to left wall (clear distance): 41'-6 
Stage floor to underside of grid: 47'-6" 
 
Rigging System: 
 
Counterweighted fly system 
23 lines - 8 lines designated for permanent use 
Locking rail located at extreme stage left on stage floor 
 
Lighting Instruments: 
 
9 26 - 6" Fresnels - 750W 
9 30 - 4.5" x 6" - 750W 
9 30 - 6" x 9" - 750W 
9 30 - 6" x 12" - 750W 
9 12 - 6" x 16" - 750W 
9 20 - 1KL6 20" - 1000W 
9 40 - PAR 64 MFL - 1000W 
9 20 - PAR 64 MFL - 500W 
9 10 - 14" SCOOPS - 500W 
9 16 - 3 CIRCUIT STRIPS 

 
Electrical System 
 
Lighting control system:  
 
9 ETC Insight 108 channel control of 184 ETC dimmers Control Board located at 

rear of house (light booth) 
 
Auxiliary power source:  
 
9 200A, 240V (located on US wall near fly gallery stairs) 

 
Open Circuits 
 
9 27 First Catwalk 54 Receptacles 
9 20 Second Catwalk 40 Receptacles 
9 33 First Electric 42 Receptacles 
9 27 Second Electric 30 Receptacles 
9 31 Third Electric 30 Receptacles 
9 19 Fourth Electric 25 Receptacles 
9 6 SL Tormentor 12 Receptacles 
9 6 SR Tormentor 12 Receptacles 
9 24 Floor Pockets 24 Receptacles 
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Stage Drapes 
 
1 Main valance - Blue - Tied - Velour - 9'-0"H x 50'-0"W 
1 Main valance - Doeskin - Tied - Velour - 9'-0"H x 50'-0"W 
1 Main curtain - Blue - Trav. Or Guillotine - Velour - 21'-0"H x 52'-0"W 
1 Main curtain - Doeskin - Trav. Or Guillotine - Velour - 21'-0"H x 52'-0"W 
5 Pr. Legs - Black - Tied - Velour - 22'-6" x 15'-0"W 
5 Borders - Black - Tied - Velour - 9'-0"H x 50'-0"W 
4 Traveller panels - Black - Tied - Velour - 21'-0"H x 26'-0"W 
1 Scrim - Black - Tied - 20'-0"H x 54"-0"W 
1 Scrim - White - Tied - 22'-0"H x 52"-0"W 
1 Cyclorama - White - Tied - Muslin - 22'-6"H x 50'-0"W 
1Cyclorama - Blue - Tied - Muslin - 22'-6"H x 50'-0"W 
 
Orchestra Pit 
 
Length (Stage left to stage right): 49'-0" 
Width (Down stage to up stage): 7'-10" 
Depth (Below stage floor): 5'-11" 
Depth (Below audience main floor): 3'-5" 
Handicap accessibilty via stage right lift 
Pit piano - Yamaha upright studio 
Stage piano - Grand 
 
Sound System 
 
Amplifiers: 
 
9 2 Crown CT 400 (1-Stage monitors, 1-Lecture systems) 
9 3 Crown MT 600 (2-Main house system, 1-Rear house system) 
9 2 Crown MT 2400 (Main house system) 
9 1 TOA 900 (Support room system) 

 
Graphic Equalizers: 
 
9 3 Klark Teknik DN 300 (30 band, third octave, main house) 
9 1 Klark Teknik DN 332 (Dual 15 band, 2/3 octave, not in use) 
9 3 Rane GE 30 (30 band, third octave, 1-rear main house system, 2-stage 

monitor system) 
9 2 Rane FME 15 (15 band, 2/3 octave, lecture area systems) 

 
Speakers: 
 
9 4 Electro-voice DML 1152A (main house, over prosenium arch) 
9 2 Electro-voice S1504 (Auxiliary, side fill) 

 
Mixing Console: 
 
9 1 Electro-voice Interface (24 channels) 

 
Cassette Deck: 
 
9 1 Tascam 122 MK II 

 
Compact Disc: 
 
9 1 Tascam CD-401 MK II 
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Sound System (Continued) 
 
Microphones: 
 
9 5 AT853 Uni-directional condenser mics 
9 3 EV N/D 4578 mics 
9 2 Shure SM-81 condenser mics 
9 1 ATM63 uni-directional mic 
9 2 Telex ELM-33SYS lapel mics 
9 4 Crown PCC160 floor mics 
9 4 EV N/DYM Wireless lapel/handheld mics 
9 4 ATW-1451-5Ak Wireless lapel mics 
9 Telex Cueing System 

 
Wardrobe/Dressing 
 
9 2 secure dressing rooms approx. 10' From stage left equipped with sinks, 

showers, toilets, hot and cold running water, 1 permanet wardrobe rack 1 
moveable wardrobe rack, steam irons, and ironing boards. 

9 1 Make-up room equipped with 8 stations (table, chair, mirror) 
9 1 Green room available near dressing rooms and stage. 

 
Loading 
 
Vehicles can use curb apron approx. 50' from loading area to access the dock door. 
Dock door is 10' high, on stage level and is clear of obstructions. Ladders are 
available. Storage space for equipment is available. 
 
Location & Contact Information: 
 
Point of Contact: Tim Fuller, Manager 
 
Address: 501 E. highway St., Vicksburg, MI, 49097 
 
Phone: (269) 321-1192 
 
Fax: (269) 321-1155 
 
e-mail: tfuller@vicksburg.k12.mi.us 
 
  


